
• 2 bucket sizes available.
• Both self-leveling & non self-leveling 

available.
• Quick attach mounting.
• PARTS ARE INTERCHANGEABLE 

WITH JD PARTS.
• Meets or exceeds OEM standards.
• Self-storing parking stands.
• Solid knee joint strength.
• Easy on/off attachments.
• Fast attaching buckets.
• Grade 50 steel.

640 Loader Series
For 55-100 HP JD Tractors

JD is a registered trademark of the John Deere Corporation. 
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Learn more about 
the 640 loader by 
scanning this QR 
code with your 
smartphone!

The 640 Is The Front-
End Loader Solution To 

Fit The Following JD 
Series Tractors:

6000 Series:
6110, 6120, 6130, 6200, 6210, 
6215, 6220, 6230, 6300, 6310, 
6320, 6330, 6400, 6405, 6410, 

6415, 6420, 6430
Utility Series:

2350, 2355, 2550, 
2555, 2750, 2755

640 SPECIFICATIONS
640 Self-Leveling 
Specifications:

• Maximum lift height: 146”
• Digging depth: 7”
• Roll-back angle at ground 

level: 38 degrees
• Dump angle at maximum 

height: 80 degrees
• Lift & breakout capacity:  

Rated at 17.5 gpm/2500 psi
• Breakout force at pivot pin: 

5,890 lbs.
• Lift capacity to full height at 

pivot pin: 3,410 lbs.

640 Non Self-Leveling 
Specifications:

• Maximum lift height: 146”
• Digging depth: 7”
• Roll-back angle at ground 

level: 15 degrees
• Dump angle at maximum 

height: 39 degrees
• Lift & breakout capacity:  

Rated at 17.5 gpm/2500 psi
• Breakout force at pivot pin: 

5,800 lbs.
• Lift capacity to full height at 

pivot pin: 3,300 lbs.
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